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SBC LINE SHARING

SUMMARY OF AMENDMENTS OR INTERIM AGREEMENTS

AS OF JUNE 16, 2000

34 Executed

9 Agreements sent to

18 Agreements in

agreements CLECG:s for execution roduction progress
gr P prog
Arkansas
e New Path
¢ SBC ASI
California California California
e SBC ASI e ATG o Allegiance
e COVAD ¢ Nextlink e USWest
e Firstworld e DSL Net
e Northpoint
e Pacwest
e Rhythms
Illinois Illinois Illinois
e New Path e Nextlink e Allegiance
e Northpoint e DSL Net
e Rhythms
Indiana Indiana
¢ New Path e DSL Net
e Northpoint
Kansas Kansas
e New Path e [P
e Northpoint Communications
e Rhythms
e SBC AS]
Michigan Michigan Michigan
e New Path e Nextlink e Allegiance
e Rhythms e DSL Net
Missouri Missouri Missouri
e New Path e Nextlink o Allegiance
e Northpoint e Gabriel
e SBC ASI
Nevada Nevada
e SBC ASI ¢ DSL Net

o (Gabriel




SBC LINE SHARING

SUMMARY OF AMENDMENTS OR INTERIM AGREEMENTS

AS OF JUNE 16, 2000

34 Executed

9 Agreements sent to

18 Agreements in

agreements CLEC:s for execution | production progress
Ohio Ohio Ohio
e New Path e Nextlink e Allegiance
e Northpoint e DSL Net
o Rhythms
Oklahoma Oklahoma
e New Path o [P
e SBC ASI Communications
Texas Texas Texas
e CommSouth e A-CBT Systems o |P
e Rhythms e CCC-TX Communications
e NorthPoint
e SBC ASI
Wisconsin Wisconsin
e New Path o [P
¢ Northpoint Communications

e Rhythms
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Tne Eouthern New England
Telerhcne Company
2.13 Definitions (Cornt'd,

1 ccde that may be used to signify the type
!

r Cnanrnel Capabllity" (CCC) denotes the transport of twenty-four
1ls over a 1.544 Mbps Capacity Service via B82S line code.

See Public Telephone.

(

Common Channel Signaling Network (CCSN)

The term "Commorn Channel Signaling Network"” (CCSN) denotes a specialized digital
signaling network separate from the regular message (voice) network which
iterconnects computerized switching systems and has access to special data
bases.

vy

bo-

Ccmmon Line

The term "Commcn Line" denotes a line, trunk, public telephone line or other
facility provided under the general and/or local exchange service tariffs of the
Teleghone Company, terminated on & central cffice switch. A common line-
residence 1s a line or trunk provided under the residence regulations cf the
general and/or local exchange service tariffs. A common line-business is a line

The —erm "Communications System" denotes channels and other faciliities, which
are capable of communications between terminal eguipment provided by other than
trhe Telephone Company.

Cocrnfirmed Service Date

"

Confirmed Se

e notes the date on which work activity is
neduled toc be compl
eh

phone Company and the service is ready for
ervice Date 1s provided by the

3

23]

; the custcmer.

Continuity
The cerm “Continuity” shall ke defined as a single, uninterrupted path along a
circuit from the Minimum Point of Entry (MPOE} or cther demarcation point to the
Point of Interface (“POI”) located on the hcorizontal side of the Main
Distribution Frame (“MDF”).

Issued: May 30, 20C0 Effective: June 20, 2000
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2..3 DeZinitions (Cont'd)

Crossconnect Termination

An intra-bulilding DS1, DS2, or 2 wire channel from the customer's Point of

Terminaticn (PCT) to the Telephone Company DSX-1 panel, D3X-3 panel, or main
distribution frame (MDF} and is provided out of the Expanded Interconnection
section of —his Tar:ff, Section 14.

Custcmer (s,

The term "Custcmer (s)" denotes any individual, partnership, association, joint-

stock company, trust, corporation, governmental entity or other entity

which subscribes to the services offered under this tariff and has received a
Certificate oI Public Convenience and Necessity from the Connecticut Department
of Public Utility Contrcl and has ccmplied with all other applicable statutory
and regulatory provisions.

Dedicated Signaling Transport (DST)

The term "Dedicated Signaling Transport (DST)" denotes the transport of
outz-of-band signaling information between the Telephone Company's CCSN and a
customer's CCSN on facilities dedicated to the use of a single customer.

Dezail Billiing

The term "Detail Billing" denotes the listing of each message and/or rate
lement for which charges to a customer are due on a bill prepared by the
Telephone Company.

Digital Service Crossconnect

The term "Digital Service Crossconnect" denotes a facility for circuit
rearrangement, patching, and testing purposes. The DSX is designated DSX-N,
where N represents the hierarchy of the digital network. For example, DSX-1
for DS1 signals and DSX-3 for D83 signals.

Digita’ Subscriber Line {DSL)

N

m “2igital Subscriber Line” (DSL) describes variocus technologies and
The “x” in "xDSL” 1s a placeholder for the wvarious types of DSL

Digitzl Subscriber Line Access Multiplexer (DSLAM)

The term “"Digital Subscriber Line Access Multiplexer” (DSLAM} is defined as a
piece cf eguipment that links end-user DSL connections to a single high-speed
switch, typically ATM or IP.

Direct-Trunxed Transport

The term "Direct-Trunked Transport" denotes a Switched Transport facility
between a customer's serving wire center and an end office or DA location

or Telephone Ccmpany access tandem on czircuits dedicated to the use of a single
custoner.

Issued: May 30, 2000 Effective: June 20, 2000



CTONNECTICUT ACCESS SERVICE TARIFET

Tr= Zouthern New ZInglana

Te_erhcne Company Original Page Z-¢..1
Section 2 - General Regu.zations

2,13 Definitions (Cont'd)

High Frequency Portion of the Locp (HFPL)

The term “"High Freguency Portion of the Loop” (HYPL) is defined as the freguency
abcve the voice band on a copper locp facility that is being used tc carry
traditional POTS analog circuit-switched voice band transmissions. The voice
band freguency oI the spectrum is 300 tc 3,C00 Hertz {possibly up to 32,400
Hertz) and provides that DSL technologies that operate at frecuencies

gererally above 20,000 Eertz will not interfere with voice band transmission.

The Telephone Company shall only make the HFPL available to a CLEC in those

i ances wnere the Local Exchange Company 1s also providing retail POTS

{ ce band circuit switched) service on the same local loop facility to the

S end user.

Host Cffice

The term "Host Cffice"™ denotes an electronic switching system, which provides
call-processing capabilities for one or more Remote Switching Modules or
Remote Switching Systems.

Immediately Available Funds

The term "Immediately Available Funds" denctes a corporate or perscnal check
drawn on a bank account and funds which are available for use by the receiving
party on the same day on which they are received and include U. S. Federal
Reserve bank wire transfers, U. S. Federal Reserve notes (paper cash), U. S.

Coins, U. 3. Postal Money Orders and New York Certificates of Deposit.

Individual Case Basis (ICB)

The term "Individual Case Basis" denotes a condition in which the regulations,
if applicable, rates and charges for an cffering under the provisicons of this
taziff is developed based on the circumstances in each case.

CerZain material on this page formerly appeared on Page 2-60 and 2-61.

Issued: May 30, 2000 Effective: June 20, 2000




3rd Fevised
Cancels Znd Revised

2. 132

Iritxzl Acdress Message

Tre term "Initial Address Message"” denotes an SS7 message in the forward
direction te initiate trunk set up with the busying of an outgeing trunk which
carries the information abcut that trunk along with other information relating
tc the routing and handlirng of the call tc the next switch.

Integrated Services Pigital Network

e
o

e-ISDN (BRI-ISDN) and provides for digital transmission of two 64 Kbps
1ls and cone 16 Kbps data channel (ZB+D).

Irter-Wire Tenter Transport

Inter-Wire Center Transport” provides for the transmission facilities between
serving wire centers (SWCs) associated with the port, loop, or multiplexing services
and the lcocation of the Certified Local Exchange Carrier's collocated space.

Irterexchange Carrier (IC)

The term "Interexchange Carrier"” (IC) denctes any individual, partnership,
association, joint-stock company, trust, governmental entity or corporation
engaged for hire in the provision of interexchange communication services by
wire or radio, between two or more exchanges.

Interexchange Communications Services

Communications services provided across exchange boundaries, or between extended
lecal areas {exchange service areas:, sgulvalent tc long distance toll.

ommunications

+
—
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te Communications" denotes both interstate and foreign

Issuea: May 30, 2000 Effective: June 20, 2000

rvices Digital Network” {(ISDN) is a switched network providing end to
nnectivity for the simultaneous transmission of voice and data Basic
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2.13

Minimum Point of Presence

Tre term "Mirnimum Point of Presence" [MPOP) denotes the interface point at the
customer's end user location.

Muitiplex

The term "Mul-iplex" denotes the process or equipment for combining a number
o7 individual channels intc a common spectrum or into a common Dit stream

fcr transmission. Conversely, Multiplex also refers to the separation of a
commen spectrum or bit stream into individual channels.

k Control Signaling

n
ot
3
O
4

The term "Network Control Signaling" denotes the transmission of signals used in
the telecommunications system which perform functions such as supervision
(control, status, and charge signals), address signaling (e.g., dialing),
calling and called number identifications, rate of flow, service selection error
centrol and audible tone signals (call progress signals indicating re-order or
busy conditions, alerting, coin denominations, coin collect and coin return
tcnes) to control the operation of the telecommunications system.

Network Service Provider

The zerm “Network Service Provider” refers to a local exchange carrier providing

ore or more physical network comporents of an end user’'s service. The network

service provider may or may not alsoc be the local service provider.

Nocn-Standard xDSL-Based Technology (N)
The term “Non-Standard xDSL-Based Technology” is a loop technology that is not

presumed acc ep able for deployment as defined by the FCC in its Line

Sharing Order. (N)

North American Numbering Plan

Tha term "North American Numbering FPlan'" denotes a three-digit area (Numbering
Plan Area} cods and a seven-digit telepnone number made up of a three-digit
Central Office code plus a four-digit station number.

Off-hook

The term "Cfi-nhook" denotes the active condition of Switched Access or a
Telephone Exchange Service line.

On—-hook

Th=z term "On-hook" denotes the idle condition of Switched Access or a Telephone
Exchange Service line.

Originating Direction

"o

Th= term "Criginating Direction" denctes the use of Access Service for the
¢r.giraticn cf calls from an end user premise to a customer premise.

O

ertain material formerly on Page 2-64 now appears on Page 2-65.

Issued: May 30, 2000 Effective: June 20, 2000
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Originating rFoint Code [0272C)

Tne —erm "Originating Polint Code" :(0OPC; is used to identify each Operator
Service System {0SS) location used In the provisioning cof LICB Validation
Service

CzZ Code

term "OZZ" 1s a numerical cods that may be used to signify the type of call.
The CZZ is used with MF Signaling.

Plairn 0Old Telephone Service

The term "Plain 0ld Telephone Service" (POTS) denotes basic telephone service
fcr the =ransmission of human speech.

—

Peint of Termination

The term "Point of Termination” denotes a point of demarcation within a customer
designated premises at which the Telephone Company's responsibility for the
provision of Access Service ends.

Port
The “Pcrt” 1is *the point of interface/access connection to the Telephone

Cempany’s public switched network. This may be a switch line side interface or
switch trunk side interface.

The term "Premises" denotes a building, or a portion of a building in a
multitenant building, or buildings on continuocus property {(except Railroad
Right-of-Way, etc.) not separated by a public highway, except for a customer
thzt cffers Telecommunicaticns Services exclusively as a reseller. This term is
noet o be limited to one building, but applies as well to a complex, or campus-
type configuration of buildings.

Presumed Acceptable for Deplcyment

zsumed Acceptable for Deployment” relates to a loop technology that
h existing industry standards, has been successfully deployed by
ier in any state without significantly degrading the performance of
es, or has been approved by the FCC, any state commission, or an
ndards body.

Listing” for residence service is a single line entry in the white
directory section, which ssrves the end user's location. A primary

pusiness service includes & single line white page listing as

cr residence service, as well as a single line yellow page listing in
rectory.

%

in material on this Page formerly appeared on Page 2-65 and certain

ma: erlal formerly on this page now appears on Page 2-66.
Issued: May 20 2000 Effective: June 20, 2000
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The term "Public Telephcne” denctes public payphones, both coin and coinless,
that are available tc the general public for public convenience. They are
lccated in public or semipublic places where customers can originate telephone
carls and pay the applicable charges.

Query

The <erm "Query" denotes a request for specific information generated by a
computer processor and sent to an application, i.e., a database with a
predefined set of responses expected.

Radic Common Carriers (RCCs)

The term "Radioc Common Carriers (RCCs)" denotes carriers, which are regulated
tnaer Part 22 of the Federal Communications Commission's Rules and Regulations.

Registered Equipment

The term "Registered Equipment" denotes the customer's premise equipment, which
complies with and has been approved within the Registration Provisions of Part
68 of the F.C.C.'s Rules and Regulations.

Release Message

The term "Release Message" denotes an SS7 message sent in either direction to
incdicate the release cf a specific circult.

Rerote Switching Modules and/or Remote Switching Systems

term "Remcte Switching Modules and/or Remote Switching Systems" denotes
small, remotely controlled electronic end office switches which obtain their

B i capabilizy from an ESS-type Host Office. The Remote Switching
mete Switching Systems cannot accommodate direct trunks to a

W

Service Control Point

The term "Service Control Peirnt” (3CP} denotes an 557 network element whose
functicon 1s tc serve as a contrcl interface between the S537 network and one or
more data bases.

Cerzarn material on this Page previously appeared on Page 2-65.
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COHNNEZTICUT A TARIFE
Trk= Southern New England 3rd Reviseld Fage -
Televhone Company Cancels Znd Revised ftage >
Section £ - Zeneral Regulations
2,13 Cefinitions (Conz'd)
Siznaling ZIor Tandem Switching
The Zerm “"Signaling fcr Tandem Swz:chlrg” denotes the Carrier Identification
Ccde (CIC) and the 072 cocde on a MF sigraling basis and the CIC and Circuit
Ccde on an $S7 basis. This information is needed to perform tandem switching
fancricons
functicns.

SNET SONET Network Service

SN

SN=ZT SONET Netwcrk Service (SSN

provides dedicated transport utilizing
Synchronous Optical Network (SONET)

transmission standards.

S
i
NET
19
NE

Splitzer

The term “Splittex” is defined as a device that divides the data and voice
signals concurrently moving across the loop, directing the voice traffic
through copper tie cables to the switch and the data traffic through another
pair of copper tie cables to multiplexing equipment for delivery to the
packet-switched network. A Splitter may be directly integrated into the
Digital Subscriber Line Access Multiplexer (DSLAM) eguipment or may be
externally mounted.

erm "Subcontractor" denotes the status of the Telephone Company when
acting directly with a Prime Service Vendor to provide
cmmunications Service Priority (TSP) to a service user.

Subtending End Office of an Access Tandem

The term "Subtending End Office of an Access Tandem" denotes an end office
has final trunk group routing through that tandem.

ﬁ
oy
]

ot

Switching System

The ts=rm "Switching System"” denotes the Telephone Company facilities,
: hardware and/or software, which are used to perform switching
within & central office, end office or tandem office.

Tardem-Switched Directory Transpcrt

The term "Tandem-Switched Directory Transport" denotes a facility between the
DA locaticn and The Telephone Company SWC or a Telephone Company access
tardem when usage 1is switched at the access tandem.

Tardem-Switched Transport

The term "Tandem-Switched Transport" derotes a Switched Transport facility
between an end office and the Telephone Company access tandem that provides a

customer with Switched Access Transport for usage that switches at the access
Tandem.

Certarn Material on this page now appears on Page 2-69

Issuea: May 3C, 2000 Effective: June 20, 2000
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CONWECTIOUT RTCZESS SERVICE TARIFE
Tre Southern New England 1st Revised Fages z-¢7
Teleghone Company Cancels Original Fage Z-o5
SecTion I - Zeneral Regulations
Z.13 Cefiniticns (Cont'd;

Tzndem Switching Provider

rm “Tandem Switching Provider (TSP, denctes any customer that receives
gnaling for Tandem Switching from Telephone Company equal access end
fices so that the customer may install their cwn tandems to provide
tandem-switching services.

n 3
o S
(]
t
(D

Telecommunications Relayv Service [TRS

~3
nd
i)

term "Telecommunicaticns Relay Service (TRS)" denotes the process where end-
er dialed calls is routed to a TRS Provider's Center for delivery to the
elephone Company. The Telephone Company 1n turn directs the call, via FGD
witched Access Service, to an access tandem for delivery to the selected
Interexchange Carrier of choice.

4]

HU)HC

Telecommunications Relay Service {TRS) Provider

he term "Telecommunications Relay Service (TRS) Provider" denotes the authorized
provider c¢f TRS in the state.

=3

Telecommunications Service Provider

The term "Telecommunications Service Provider" denotes interexchange carriers,
cperator service providers, enhanced service providers, and any other
provider of telecommunications services.

Terminating Direction

rm "Terminating Direction” denotes the use of Access Service for the
etion of calls from a customer premise to an end user premise.

Termination Charge

m "Termination Charge" denctes a charge that is applicable should a customer
inue special constructlion or specialized service or arrangements, etc.,

the expiration of its termination liability period. This charge is
jatteX at the time c¢f discontinuance and in no case will it ever exceed the
maximum termination liability (charge) which was agreed to by the customer at the
time the Special Construction or Specialized Services or Arrangements, etc. was

S
~

0.0 k-

The Z=2rm "Transmission Path" denotes an electrical path capable of transmitting
i: s within the range of the service offering, e.g., a voice grade transmission
h i1s capable of transmitting voice frequencies within the approximate range of

pa
300 ko “O““ Hz. A transmissicn path 1s comprised of physical or derived channels
censisting of any form or configuration of facilities typically used in the
te_s2ccocmmunications industry.

Tertain material on this Fage formerly appeared on Page 2-68.

issued: May 30, 2000 Effective: June 20, 2000



CONKECZTI ACCESS SEZRVIZCE TARRITE
T : New England e
Te_ernone Company e
Section I - Regulaticns
Trank

ommunications path connecting ¢
rk, used in the eszablishment ¢ an ena-

nk Group" denctes a set of interchangeable trunks, which
ar= traffic enginesred as a unit to establish connections between
; tems

Trunk Side Connection

1

ha term "Trunk Side Connection" denotes the connection of a
ansmission path to the trunk side of a local exchange switching
tem.

o8

n ot

LR

3

Two-Wire to Four-Wire Conversion

The ~erm "Twe-Wire to Four-Wire Conversion" denotes an arrangement,
which converts a fcur-wire transmission path to a two-wire
transmission path to allow a four-wire facility to terminate in a two-
wire entity (e.g., a central office switch).

\
/

@}

Un:ifcrm Service Order Code (USO

Thz term "Uniform Service Order Code" denotes a three or five
character alphabetic, numeric, or an alphanumeric code that identifies
a specific item of service or eguipment. Uniform Service Order Codes
re used in the Telephone Company billing system to generate recurring
s and nonrecurring charges.

V and H Coordinates Methocd

and H Coordinates Method” denotes a method of computing
es between two points by utilizing an established formula,
ed on the vertical and horizontal coordinates of the two

ilding in which one or more central
Telephone Exchange Services, are

{N)
xD5L Tapable Loop
An xDSL Capable Loop is defined as a loop that a CLEC may use to deploy xDSL
te-hnclogles

(N}

Zero Minus Transfer (0-)

Tne term "Zero Minus Transfer (0-)" denotes the transfer of an end
iser cal. to a specific IC by a Telephone Company cperator.

9CL Access Service Screening Office

The term “900 Access Service Screening Office” denctes an end office
or access tandem that performs the customer identification function
reguired to provide 900 Access Service to all customers.

Issued: May 30, 2000 Effective: June 20, 2000
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Section 15 - Lcczal
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z Uncundled Network Elements (Cont’d)

Complex-Process Loop may be used in cornjunction with inter-wi
fice as the

requested loop i1s not required.

B

(@]

ital Grade 160 Kops suppoerts digital zTransmission c¢f two ()
{"B”) channels and one 16 Kbps data (“"D”) channel. This is

ate Integrated Service Digital Network (BRI-ISDN} type of

ts Nationel ISDN standards.
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4 Wire DS1 Digital Grade supports full duplex transmission of isochronous
serial data at 1.542 Mbps. This is a T-1/DSI type of loop and provides
the eguivalent of 24 voice grade/DS0 channels. Available options include
Extended Super Frame (ESF) and Clear Channel Signaling capability (B8ZS
Zermat) .

[S3 Digital Grade Loop provides a digital, 45 Mbps transmission path from
the Telephone Company’s Central Office to the customer’s end user location.
Unbuncled DS3 Locps may not be employed in combination with transport
Zacilities to replace special access services or facilities, except
consistently with the certification and other requirements of the
Supplemental Order released and adopted by the FCC on November 24, 1999 in
cocket No. 96-98 {“In the matter of the Implementation of the Local
Competition Provisions cf the Telecommunications Act of 1996”), including
but not limited to the reguirement that significant local exchange traffic,
in addition to exchange access service, be provided to a particular customer
cver the facilities in compliance with the Suppliemental Order, and with the
Telephcne Company's processes implementing the Supplemental Order.

al Subscriber Line (xXDSL) Capable Locp describes loops, which may (C)
rt various technoclogies and services. The 'x' in xDSL 1s a

hclder for the various types of DSL services. The Telephone Company
orovicde a lcocop for a CLEC to deploy xDSL technologies presumed
eptable for deplcyment or non-standard xDSL technology as defined

ow. The Telephone Company will not impose limitations on the

smission speeds ©Z xDSL services; provided, however, that the

ephone Company does not guarantee transmissions speeds, available
dwidth or simply any service level.

HoRNO)] H
RN
)r—*m'(jm

O ot 0w w8

lephone Cocmpany shall ncot deny CLEC’s resquest to deploy any loop
‘logy that is presumed acceptable for deployment unless it is
trated that CLEC’s deployment of the specific loop technology will
ivantly degrade the performance of other advanced services or
icnal vcoice pband services. The Telephone Company shall not impose

iti
wn standards for provisioning xDSL services, through Technical
C

ations or otherwise, until and unless approved by the Department or
C pricr to use.

ook ot QL ct ol

IZ & CLEC wishes tc introduce a technology approved or successfully
deployed elsewhere, the CLEC will provide documentation describing that
action te the Telephone Company and the Department before or at the time
¢ 1ts reqguest to deplioy such technology within the Telephone Company’s
network. The documentation should include the date of approval or
cdeployment, any iimitations included in its deployment, and a sworn
‘i“estathP that the deployment did not significantly degrade the
performance of cther services.
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Digitel Subscriber Line (xDSL) Capable Loop (Cont’d)}

The Telephone Companry i1s not reqguired to provision xDSL capable loops
in any instance where physical facilities do not exist that meet the
technical specifications for this type of loop.

1)

Fcr each of the xDSL capable loop types, a CLEC will, at the time of
rdering, notify the Telephone Company as to the Power Spectrum
Density (PSD} mask of the technology the CLEC will deploy. If and
when a change in PSD mask is made, the CLEC will immediately notify
the Telephone Ccmpany. Upon request from the CLEC, the Telephone
Company will inform the CLEC of the number of loops using advanced
services technology within the binder and type of technology

deployed on those loops. The Telephcne Company will use this
information for the sole purpose of maintaining an inventory of
advanced services present in the cable sheath. If the technology

the CLEC wishes to deploy does not have a PSD mask and/or fit within
a national standard PSD mask, the CLEC shall provide the Telephone
Company with a technical descripticn of the technology (including
power mask) for inventory purposes.

(a; 2-Wire xDSL Capable Loop: A 2-wire xDSL capable loop is a
copper loop over which a CLEC may provision various DSL
technolcgies. A copper loop used for such purposes will meet
basic electrical standards, such as metallic connectivity and
capacitive and resistive balance, and will not include load
ccils, mid-span repeaters or excessive bridged taps (bridged
“ap in excess c¢f 2,50C feet in length;. However, removal of

load colils, repeaters or excessive bridged taps on an existing
loop 1s op=zicnal, subject to conditioning charges, and will be
performed at the CLEC’s request.

Capable Loop: A 4-Wire xDSL capable locp is a

over which a CLEC may provision DSL technologies. A
used for such purposes will meet basic electrical
uch as metailic connectivity and capacitive and
resistive balance, and will not include load coils, mid-span
repeaters or excessive bridged taps (bridged taps in excess of
2,500 feet in length). However, removal of load coils,
repeaters or excessive bridged taps on an existing loop is
optional and will be performed at a CLEC’s request.

copper 1
standards,

SRNeRNC R oo N i

(.

Material formerly on this page deleted and repiaced with new language.

ed:

May 30, 2000 Effective: June 20, 2000-

CLEC wishes tc introduce a technelogy, that does not conform teo existing
stry standaras and is not approved, the CLEC must demonstrate that its
osed deployment meets the threshold for a presumption of acceptability and

not, in fact, significantly degrade the performance of other advanced
ices or traditicnal voice band services.

)
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itel Subscriber Line ({xDSL) Capable Lcopr (Cont’d)

3)

e Telephone Company or a CLEC claims that a service is
gnificantly degrading (with the exception of HFPL access) the
rformance of other advanced services or traditional vecice band
rvi Telepnone Company or CLEC must notify the causing
rrier and allow that carrier a reasconable cpportunity to correct
~he problem. Any claims of network harm must be supported with
Specifi: and verifiable supporting information. If the Telephone
Company or a CLEC demonstrates that a deployed technology is
significantly degrading the performance cf other advanced services or
traditiconal voice band services, the carrier deploying the technclogy
shall discontinue deployment of that technology and migrate its
customers to tecnhnologies that will not significantly degrade the
rerformance of such services.

Loop Qualification

Loop Qualification is the process used in conjunction with the
provisioning of a DSL Capable Locp of assessing the loop for its
qualification tc provide xDSL services and evaluating the
necessary conditioning needed on such loop. Additionally, loop
gualification can be used to provide information to the customer
regarding locp make-up on a pre-order basis. As described below,
this loop make-up informaticn will be categorized by three separate
pricing elements: mechanized, manual, and detailed manual.
(a) M loop qualification includes data that is available
ally and provided via an electronic system.
access to loop make-up data thrcugh the Operations
ystems (0SS) enhancements described above will return
information in all fields described in the Plan of Record (POR)
when sucnh information is contained in the electronic databases.
will be billed a mechanized loop gualification charge
for each xDSL capable lccp order.

» gualification reguires the manual look-up of data
< contalned in ar electronic database. Manual loop
t includes the following: (1) the actual loop
;enuth {Z} the length by gauge; (3) the presence of repeaters,
icad coils, bridged taps, and 1if noted on the individual loop
reccrd, (4 the total length of bridged taps; (5) the presence
of pair gain devices, DLC, and/or Digital Added Main Line
{DAML;, and (6} the presence c¢f disturbers in the same and/or
adjacent binder groups. A CLEC will be billed a manual loop
cualification charge for each manual loop qualification.

e Manual locp
Lhat 's nc
a

(3
]
M

iled manual locp qualificaticn includes all fields as

ribed in the POR, including ths fields described above. A
will ke billed a detailed manual loop gualification charge
r each detailed manual loop qualification requested.

oY (.
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NECTICOT ACCESS 3ZERVIC z
2nd Revis=d Fage lc-<.4%
Cancels lst Revised Page 1c-4.4
Secticr 1% - Loza. Exchange Access Service

15.2 TUnpbundied Network Elements (Ccnt’d)
18.2.2 Local Loop Elements (Cont’d!
5 Digital Subscriper Line {xDSL] Capable Locop (Cont’d)
(37 Loop Qualificaticon (Cont’d)
A1l three categories of loop qualification are subject to the following:

(a) If load coils, repeaters, or excessive bridged
Tap are present on a loop under 12,000 feet in length,

conditioning to remove these elements will be performed withcut
request and at no charge to the CLEC.

(b; If a CLEC elects to have the Telephone Company provide loop
make-up through a manual process for information not available
electronically, then the loop qualification interval will be 3
to 5 business days, or the interval provided to the Telephone
Company’s affiliate, whichever is less.

(c) If the results of the loop qualification indicate that
conditioning 1is available, the CLEC may request that the
Telephone Company perform conditioning at charges specified in

Appendix Pricing. The CLEC may order the loop without
conditioning or with partial conditioning if desired.

(d) For the High Frequency Portion of the Loop (HFPL), if a CLEC's
requested conditioning would degrade the customer’s analog
volce service, the Telephone Company 1s not required to
condition the loop. However, should the Telephone Company
refuse the CLEC's request to conditicn a loop, the Telephone
Compary will meake an affirmative showing to the Department that
conditioning the specific loop in question will significantly
degrade voice band services.

Certain mater:ial on this page formerly appeared on page 18-4.7.
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Th= Zoutherrn New England
Te_evhone Company 4th Revised Pags 1:-4.:2
Carcels 3rd Revised Pags 1:--4.°F
Section 13 - Lccal Exchange Access Service
1%.2 Unbundled Nezwcrk Elements (Cent’d)
18.2.2 Local Loop Eiements (Cont’dj
E. ©Digizal Subscriber Line {xDSL' CZapable Loop (Cont'd)

(4) Loop Cenditioning

s

n

lcop conditicrning is the process that may be used in conjunction with
lcop gqualification for the provisioning of DSL Capable Loops. After

receipt of loocp make-up data, 1t 1s the customer’s option to reguest

lcop conditioning. Also,IDSL Capable Lcops will not require this

step, as they will be designed and offered under the 2-Wire Digital

Loop (BRI-ISDN) coffering. (T)

Loop conditioning includes the necessary work in the outside plant

needed to provide a facility that will allow for the transmission of
high-speed digital signals. This work may include multiple load

ccil, repeater, and bridged tap removal. These three options are (N)
provided at the CLECs' regquest and the CLECs are billed a one-time
non-recurring charge unique to the conditioning option requested.

For ioops in excess of 17,500 feet, incremental charges may be
applicable, in addition to the standard conditioning charges. For
loop conditioning, CLECs will be charged a basic initial non-
recurring charge and for cconditioning performed in excess of 17,500
feet; the CLEC will be charged the basic initial non-recurring charge
ard a non-recurring charge for each additional conditioning element
removed. For loops under 12,C00 feet in length, the following
conditioning will be performed at no charge: the removal of load
coils, repeaters and/or excessive bridged taps. Excessive bridged
tap is defined as bridged tap in excess of 2,500 feet.

xDSL Loop Conditicning in excess cf 17,500 feet:

Removal of up to (3) load coils incliuded in basic initial rate;
removal of each additional element will incur an additional
charge.

™

(b} Remcval of up to c f bridged tap included in basic
initial rate; removal of each additional element will incur an
adcitional charge.

(¢} Removal of
d

epeater included in pasic initial rate; removal
of each a al ele

lement will incur an additional charge.

jee)

at
arl

it
- {b

th

s and charges for Loop conditioning appear in Section 18-.6.2.1 of the
£

ct

Certain material on this page formerly appeared on page 18-4.7 and 18-4.8.
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Secticn 1€ - Lccal Exchanges Access Service
1.2 Unbundled Network Elements (Cont’d!
12.2.% Local Loop Elements (Cont’d)
D. Digitel Subscriber Lire (xDSL} Carable Loop (Cont’d)

¢5) Spectrum Inventory Guidelines

& CLEC must advise the Telephcone Company of the PSD mask approved or
proposed by T1l.E1l that reflects the service performance parameters of
the technclogy to be deployed over the xDSL compatible locop or the
HFPL. The CLEC, at its option, may provide any service compliant
with that PSD mask so long as it stays within the allowed service
performance parameters. At the time of ordering a DSL compatible
locp or a HFPL, the CLEC will notify the Telephone Company as to the
type ¢f PSD mask it intends to use on the ordering form, and if and
when a change in PSD mask is made, the CLEC will notify the Telephone
Company. The CLEC will abide by standards pertinent for the
designated PSD mask type. If the technology does not have a PSD
mask, the CLEC will provide the Telephone Company with a technical
description of the technology (including power mask) for inventory
purposes.

{(a; In the event that the FCC or the industry establishes long-term
standards, practices and pclicies relating to spectrum compatibility
and spectrum management that differ from those established in this
tariff, the Telephone Company and the CLEC agree to comply with the
FCC and/or industry standards, practices and policies. The
Telephone Company will work with the CLECs to establish a transition
plan and timeframe for achieving and implementing such industry
standards, practices and policies.

o

Wizhin thirty (30) days after general availability of eguipment,
conferming to applicable industry standards or the mutually
agreed upon standards developed by the industry in conjunction
with the Department or FCC, the Telephone Company and/or CLEC
must begin the process ¢f bringing its deployed xDSL technologies
and equipment into compliance with such standards at 1ts own
2xpense.

Certain material formerly on this page now appears on page 18-4.4
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Cancels 2nd Revissd fags 1:-4.7
% = lccal Zxchange Access Servics

2 Unpund.ed Networx Zlements (Cont'd)
Zz.. Local locp Elements (Cent’d

High Frequency Pcrticn of the Loop (HFPL) (Cont’d}

The Eigh Freguency Portion of the Loop !(HFPL), also known as line sharing,
supports transmission of signals utilizing the freguency above the voice
pand cn & copper _oop facility that 1s being used to carry traditional POTS
analog circuit-switched voilce band transmissions.

Voice band frequency of the spectrum is referenced as 300 to 3,000 Hert:z
rand possibly up tc 3400 Hertz) and provides that DSL technologies, which
operate at freqguencies generally above 20,000 Hertz, will not interfere
with voice band transmission. The Telephone Company shall only make the
HFPL available to a CLEC in those instances where the Telephone Company

is providing retail POTS (voice banrnd circuit switched) service on the
same local loop facility to the same end user.

w "

When the Telephone Company is the provider of the retail POTS analocg
volce service on the same loop to the same end-user, the HFPL access will
pe offered on loops that meet the specified loop reguirements. The
Telephone Company is not required to provide HFPL where the Telephone
Company 1s not the existing retail provider of the traditional, analog

volce service.

The Telephone Company is nct regquired to provide the HFPL in any instance
where physical facilities do not exist which meet the technical
specifizations for this product. However, this shall not apply where
chysical facilities exist, but conditioning is required. In that event, a
CLEC will be given the opportunity to evaluate the parameters of the xDSL
or HFPL service it seeks to provide, and determine what type of
conditioning should be performed for an additional charge.

A CLEC may only deploy xDSL technologies on the HFPLs that do not
‘nterfere with analog voice band transmission. The CLEC will provide the
! Company with the type of technology it seeks to deploy, at the
cering, including the PSD of the technology the CLEC will

2 thes technology the CLEC wishes to deploy does not have a PSD
CLEC snall provide the Telephone Company with a technical

1o of the technology {including power mask) for inventory

Material formerly orn this page now appears on page 18-4.4 and 18-4.5.
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13 High Freguency Portion of the Loop (HEPL) (Cont’d)
(1) EFPL is provided subject <o the following:
{a) xDSL technologies on the HEFPL may only utilize the higher

freguency ranges, preserving a “buffer zone” to ensure the
integrity of voice band traffic.

(o} When the Telephone Company’s traditional retail POTS is
disconnected, at the request of the enc-user, or POTS 1is
suspended due to “denial for non-pay”, the Telephone Company
will notify the CLEC that the broadband service will be
disconnected. Broacdband service will be disconnected within
three days unless the CLEC submits an order for a full stand-
alone UNE loop within that time frame.

(c) The Telephone Company is not required to provide multi-
carrier or multi-service line sharing arrangements.

(d) The HEPL is not available in conjunction with a combination
of network elements known as the platform or UNE-F (including
loop and switch port combinations), UNE-RS or unbundled local
switching or any arrangement where the Telephone Company 1is
nct the retail POTS provider.

0]

The Telephone Company is not required to provide narrowband
service to CLEC “A” and brocadband service to CLEC “B” on the
same _oop. Any line sharing between two CLECs shall be
accomplished between those parties and will not utilize the
Tel ephcne Company’s splitters, equipment, cross connects or
0S3 systems to facilitate 2ine sharing between such CLECs.

EC’s requested conditioning would degrade a customer’s

M
—
b-h
[
(@]
el

anailcg voice service, the Telephone Company 1s not reguired
to ccndition the loop. However, should the Telephone Company
refuse the CLEC’s reguest to condition a loop, the Telephone
Cempany will affirm that conditioning the specifiz loop 1in
guestion will significantly degrade voice band services.

Certain material formerly on this page now appears on page 18-4.5.
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The Scuthern New England

Telepncone Company Origiral Faze 1:2-4.%
Sactior. 1% - Local Exchange Access Service

1¢.2 Unbundlied Network Elements Cont'd:

1€.2.1 Local Loop Elements (Cont’'d

F. Zigh Freguency Porticn of the Loop (HFPL) (Cont’d)

Splitter Ownership and Respoconsibilities

A Splitter is a device that divides the data and voice signals
concurrently moving across the loop. It directs the voice traffic
“%rcugh ccpper tile cabkles to the Telephone Company’s switch and
etail POTS, and the data traffic through another pair of cop
tie cables tc multiplexirng equipment for delivery to the packet-
switched network. A splitter may be directly integrated into the
Digital Subscriber Line Access Multiplexer (DSLAM) equipment or
externally mounted. HFPL Splitter ownership and responsibilities
are as follows:

Option 1 - CLEC Ownership of Splitter Equipment

(a) When virtually collocated, the Telephone Company will install,
provision and mailntain splitters under the terms of virtual
collocation. When physically collocated under Option 1,
splitters will be placed in traditional collocation areas as
outlined in the physical ceollocation terms and conditions of
the tariff. 1In this arrangement, the CLEC will have test
access to the line side of the splitter when recommended that
the CLEC provision splitter cards that provide test port
capabilities. When virtually collocated, the Telephone Company
will install the splitter is a Telephone Company bay and the
Telephcone Company will access the splitter on behalf of the
CLEC fcr line continuity tests. The Telephone Company and the
CLEC may negotiate additional testing capabilities (including
remote testing).

{b} Splitter provisioning will use standard Telephone Company
configuration cabling and wiring at Telephone Company

lccations. In situations where the CLEC owns the splitter,
the splitter dataport and DSLAM will be hardwired to each
otnher. Connecting Block layouts will reflect standard

recognizable arrangements that will work with the Telephone

~

Company'’'s Operatinc Support Systems.

eds to adhere to established industry
l, test access, common size,
1f arrangements.

o]
W
al

O W
(I) L (D

(d) All splitter equipment must be compliant with applicable
raticnal standards ard NERS Level 1.

~

Jption 2 - Telephcone Company Ownership of Splitrer Equipment

I

73

{a) The Telephone Company ”ﬂ1un*arily agrees to own, purchase,

install, inventory, provision, maintain and lease splitters in
acccordance with the terms stated in the tariff. The Telephone
Company will determine where such Telephone Company-owned
splitters will be lcocated in each central office. Telephone
Company-cwned splitters will be placed in a common area
accessiple to the CLEC's if space is available.

Issued: May 30, 2C00 Effective: June 20, 2000
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Lgh Freguency Portion ci the Loor ({(HFPL) {(Cont’d)

Splitter Ownershir and Responsibilities {Cont’d)

Option Z - Telephone Company Ownership of Splitter Equipment

cn the CLEC's request, the Telephone Company will perform

sting and repair at the Telephone Company-owned splitter on

half of the CLEC. 1In the event that no trouble is found at the

me cof testing by the Telephone Company, the CLEC shall pay the
lephone Company for such testing at the rates on a time and

materials basis. The CLEC will not be permitted direct physical

access to the MD¥ or the IDF for testing. Upon the reguest of the

Telephone Company cor the CLEC, the Telephone Company and CLEC will

meet To negotiate terms for additional test access capabilities.

The Telephone Company will agree to lease such splitters a line at a time
subject to the following terms and conditions:

1)

tr

t

ecasts: The CLEC will provide the Telephone Company with a forecast

its demand for each central office prior to submitting its first
cal Service Request (LSR; fcor that individual office and then every
nuary and July thereafter, or as otherwise agreed toc by the Telephone
mpany and the CLEC. & CLEC’'s failure to submit a forecast for a
given office may affect prcvisioning intervals. In the event the CLEC
ils to submit a forecast in a central office which does not have
vallable splitter perts, the Telephone Company will have an additiocnal
business days to complete the CLEC’s line sharing order following
stallation of additional splitters.
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for Telephone Company provided splitters in offices not
in the initial deployment, all such requests, including
must De made in the CLEC’s collocation application.

5

r
ion intervals will be consistent with applicable collocation
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orecasts will ke non-pinding on both the Telephone Company and the
Z. The Telephcne Company will not face liabkility from failure to
v on facilities if the cause is simply its reliance on non-binding

Spiitter Provisioning: Splitzer provisioning will use standard
Telepheone Company configuration cabling and wiring in the Telephone
Company locations. <Connecting Block layouts will reflect standard
recognizable arrangements and will be wired out in contiguous 100 pair
complements, and numbered 1-96. All arrangements must be consistent
wizh the Telephone Company’s Operating Support Systems.

I\

May 30, 2000 Effective: June 20, 2000
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CONNECTICUT ~AZCZZ35 SERVICE TarlIrft

[’]

1%.2.1 Local Loop EZlements (Cont’d)

T

F. High Frequency Portion of the Loop (HFPL) (Cont’'d)

From Time to time, the Telephone Company may need to replace or repair
Telephone Company-cwned splitters or splitter cards necessitating a brief
interruption of service. In the event that service interruption is
anticipated by the Telephcne Company to last more than fifteen {15)
minutes, the Telephcone Company shall notify the CLEC.

When an end-user disconnects the Telephone Company’s POTS and the HEPL is
being provided via a Telephone Company owned splitter, the Telephone
Company will initiate action to disconnect the POTS. The Telephcone
Company will notify the CLEC of such disconnection and will reconfigure
the loop to remove the splitter in order to conserve the splitter ports
for future line sharing orders. A CLEC shall pay a nonrecurring charge
fcr any such reconfiguration. The loop reconfiguration will result in
temporary downtime of the loop as the splitter is removed from the
circuizt.

The Telephone Company will agree to lease such splitters a line at a time
subject to the following terms and conditions

{a) The CLEC will provide the Telephone Company with a
forecast of its demand for each central office prior to
submitting its first LSR for that individual office. A CLEC’s
failvre to submit a forecast for a given office may affect
provisioning intervals. In the event the CLEC fails to submit a
forecast in a central cffice which does not have available
splitter ports, the Telephone Ccmpany shall have an additional
ten (10)business days to install a CLEC’s line sharing
order.

Issued: May 30, 2000 Effective: June 20, 2000




F. Hign Freguency Porticn oI the Loop (HEPL) (Cont’d;

39 The HFPL will pe maintained as fcllows:

{a; If the narrowband, or voice, portion of the loop becomes
significantly degraded due to the broadband or high
freguency portion of the loop, certain procedures will be
followed to restcre the narrowband, or voice service.
Should only the narrowband or voice service be reported as
significantly degraded or out of service, the Telephone
Company will repair the narrowband portion of the loop
without disturbing the broadband portion of the loop if
possiple. In any case, the Telephone Company will attempt
to nctify the enc user and the CLEC any time the Telephone
Company’s repair effort has the potential of affecting
service on the broadband portion of the loop. The
Telephone Company may proceed with repair of the voice
circuit if unakle to reach the CLEC after a reasonable
attempt has been made. When connected facility assignment
or additional point of termination (CFA/APOT) change is
requested due to trouble, the pair change will be completed
during the standard repair interval.

(b Tne Telephone Company will offer 24-hour clearing time on
trouble reports referred by the CLEC and proven to be in
the wiring or physically tested and found to be in the
loop. 1If the Telephone Company isclates a trouble on an
HFPL (causing significant degradation or out of service
condition to the POTS) caused by the CLEC data equipment or
CLEC-cwned splitter, the Telephone Company will attempt to
notify the CLEC and request committed restoration time for
clearing the reporzed trouble. If the end user is not
satisfied with the repair interval provided by the CLEC,
the CLEC will allcw the end user the option of restoring
POTS.

ser chcoses to have the POTS service restored
PL problem can be corrected and notifies either
he Telephone Company, f{(or if the CLEC has
tore service within Z4 hours), either party
e c¢ther and provide contact names prior to
the Telephone Company “cutting-around”’ the POTS
Splitter/DSLAM egquipment to restore POTS. When the CLEC
resolves the trouble condition in its equipment, the CLEC
will contact the Telephcne Company to restore the HFPL
portion of the locp. In the event the trouble is
identified and ccrrected in the CLEC equipment, the
Telephone Company will charge the CLEC for the work it
performed.

=
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(c) Any CLEC testing c¢f retail PCTS nmust ke non-intrusive
unless utilizing Mechanized Locp Testing (MLT). Prior to
a CLEC utilizing the MLT intrusive test scripts, the CLEC
must have established data service on that lcop and hav
specifically informed the customer that service testing
will interrupt both the data and voice telephone services
served by that line. A CLEC may nct perform intrusive
testing without having first obtained the express
permission of the end-user customer and the name of the

person providing such permission. A CLEC shall make a
note on the applicable screen space of the name of the
end-user customer providing permission for such testing
before initializing an MLT test or so note such
information on the CLEC's trouble documentation for non-
mechanized tests.

(d; CLEC hereby agrees to assume any and all liability for any
such intrusive testing it performs, including the payment
cf all costs associated with any damage, service
interruption, or other telecommunications service
degradation or damage to the Telephone Company’s facilities
ancd hereby agrees to release, defend and indemnify the
Telephone Company and hold the Telephone Company harmless,
from any claims for loss or damage, including but not
limited to direct, indirect or consequential damages, made
against the Telephone Company by an end-user customer, any
Telecommunications service provider or telecommunications
user relating to such testing by a CLEC.

(e} The CLEC shall not rearrange or modify retail-POTS within
its eguipment in any way without cocrdinating with the
Telephone Company.

bh

9]

or HFPL can be found in Section 18-6.2.1 page

and chaxrge
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G. xDSL-Capable Subloops
Where xDSL-capable Loop facilities or the HFPL are not available between
the end user customer's premises, a CLEC may request access te xDSL-
zapable subloops subject to the following:

(1 Where spare copper facilities are available and the facilities
meet the necessary technical requirements for the provisioning of
DSL, the CLEC has the option of requesting the Telephone Company
to make copper facilities available by either of the following:

{a; The CLEC has the option of collccating a DSLAM in the
Telephone Ccmpany’s Remote Terminal (RT) at the
fiber/copper interface point, pursuant to collocation terms
and conditions. When the CLEC collocates its DSLAM at the
Telephone Company’s RT, the Telephone Company will provide
the CLEC with unbundled access to sublcops to allow the
CLEC access to the copper wire portion of the loop.

(b) Where the CLEC is unable to obtain spare copper loops
necessary to provision a DSL service, and the Telephone
Company has placed a DSLAM in the RT, the Telephone Company
must unbundle and provide access to its DSLAM. The

elephone Company is not reguired to unbundle its DSLAM if
it permits the CLEC to collocate its DSLAM in the RT con the
same terms and conditions that apply to its own DSLAM.

jas]
el

Provisioning of xDSL-Capable Loops, xDSL-Capable Subloops and the HFPL

The Telephone Company does not warrant that the local loop(s), xDSL-
capable subloop or the FPL ordered will perform as desired by a CLEC for
»DSL-based, HFPL, or other advanced services, but will guarantee basic
metallic loop parameters, including continuity and pair balance. A
EC-reguested testing by the Telephone Company beyond these parameters
be billed on a time and materilials basis. ©On loops where CLECs have
ted that no conditicning be performed, the Telephone Company’s
ance will be limited to verifying loop suitability based on POTS
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must designate what locpo condit‘oninq the Telephone Company is to
in provisioning the xDSL locp(s), and/or the HFPL. Conditiocning
ordered on oop(s),and/or the HFPL of any lerngth. The loop,
HFPL will be provisicned to meet the basic metallic and
cal characteristics such as electrical conductivity and
ive and resistive balance. The provisioning intervals are
ble to every =DSL loop and the HFPL regardless of the loop
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.1 Lccal Loop Elements (Cont’d;

Ccopertive Testing Billing

LEC will be pilled for the time of the various techrnicians

r g the Cooperative Testing for loops that are installed

vy within the committed interval without the benefit of

ve action due to acceptance testing. The technicians’ time will
d on a minimum one-half hour and in gquarter increments,

er. The Telephone Company will not bill for the Cooperative

ng for loop installs that did not pass the test parameters. The
rhone Company will not bill fcr loop repairs when the repair

ted from the Telephone Company’s error or omission.
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Maintenance, cther than assuring loop continuity and balance on
unconditioned or partially conditioned loops greater than 12,000 feet,
will only be provided on a time and material basis. On loops where the
CLEC has requested reccmmended conditioning not be performed, the
Telephone Company’s maintenance will be limited to verifying loop
suitapbility for POTS. For loops having had partial or extensive
conditioning performed at the CLEC's reguest, the Telephone Company will
verify continuity, the completion of all requested conditioning, and

11 repair at no charge tc the CLEC any gross defects which would be
eptable for POTS and which do not result from the loop’s modified

—
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CONWNECTICUT AUTEZZF SERVICE TARIFE
Tr.= Zouthern New England Original Page I1z-=:2.2
Telerhone Company
Secrticn LE - Loofal Exchange Access Service
1%.6 Local Exchange Access Service Rates and Charges (Cont'd)
1#.6.2 Rates for Unpundled Network Zl.ements (Cont’d)
18.6.2.1 Rates for High rrequency Portion of the Loop (HFPL)
Usol Monthly Rate
HEPL Lcoop {(1/2 of the
wire xDSL Loocp)
Zocne A - Metro ULPPX 5 4.38
Zone B - Urban ULPPX $ 6.90
Zone C - Suburban ULPPX S T7.97
Zone D - Rural ULPPX $ 9.18
EFPL Splitter-SNET Owned gsoc Monthly Rate
Line MYQXB S 1.45
HEPL 0SS Charge-FPer Line UsSocC Monthly Rate
UM3 $ .61
Usoc Monthly Nonrecurring
Rate Charges
EFFL Cross Connects Connect Disconnect Total Install
CLEC Cwned UKCGD $ .68 $50.98 $58.94 $109.92
Ell zones, 1lst loop
H¥PL Cross Connects
CLEC Owned
£11 =zones, CKCWD S .68 $3C.16 $33.30 $ ©63.46
additional locp
uscc Menthly Nonrecurring
Rate Charges
HEPL Cross Connects Connect Disconnect Tectal Install
ILEC Owned UKCGX $ . €8 $61.36 $62.92 $124.28
E1l zones, 1st loop
H=PL. Cross Connects
ILEC Cwned
211 zones, UKCWX S .68 $37.64 $36.93 S 74.57
aaditional loop
tssaed: May 30, 2000 Effective: June 20, 2000




